







































































































































































	Contents
	Warning and Safety instructions
	Correct application
	Safety with children
	Technical safety
	Using at the same time as other heating appliances that depend on the air from the room

	Correct use
	Correct installation
	Cleaning and care
	Accessories and spare parts

	Caring for the environment
	Disposal of the packing material
	Disposing of your old appliance

	Guide to the rangehood
	Description of the functions
	Air extraction mode
	Recirculation mode

	Before using for the first time
	Selecting extraction mode or recirculation mode
	Setting up Miele@home
	Miele@home availability
	Miele App
	Connecting via the App
	Connecting via WPS
	Signing out of Wi-Fi (reset to factory settings)

	Setting up Con@ctivity
	Con@ctivity via the home Wi-Fi network (Con@ctivity 3.0)
	Con@ctivity via a direct Wi-Fi connection (Con@ctivity 3.0)
	Reattempting the connection


	Operation (automatic mode)
	
	Cooking with Con@ctivity (automatic mode)
	Reaction time
	Cooking process
	Switching off
	Leaving automatic mode temporarily
	Returning to automatic mode


	Operation (manual mode)
	Cooking without Con@ctivity (manual mode)
	Switching the fan on
	Selecting a power level
	Selecting the second Booster level
	Switching back the Booster levels

	Selecting the run-on time
	Switching the fan off
	Dimming/Switching the cooktop lighting on/off
	Safety switch-off

	Changing settings
	Altering the grease filter operating hours counter
	Altering or deactivating the charcoal filter operating hours counter
	Deactivating Power management
	Activating/deactivating Power management

	Buzzer for the sensors

	Energy saving tips
	Cleaning and care
	Housing
	General
	Important information for appliances with stainless steel surfaces
	Important for appliances with glass surfaces

	Operating hours counter
	Grease filter
	Grease filter cleaning intervals
	Removing the grease filter
	
	Cleaning the grease filter by hand
	Unsuitable cleaning agents
	Cleaning the grease filter in the dishwasher
	After cleaning
	Resetting the grease filter operating hours counter
	Change grease filters

	NoSmell active charcoal filters
	Fitting/Replacing the charcoal filters
	When to change the NoSmell active charcoal filters
	Resetting the charcoal filter operating hours counter
	Disposing of the charcoal filters
	Reactivatable charcoal filters


	Installation
	Before installation
	Installation recommendations
	Installation materials
	Installation materials for recirculation mode

	Appliance dimensions
	Safety distance (S)
	Installing the depth stop (optional)
	Connection for air extraction
	Vent flue
	Non-return flap
	Condensed water
	Silencer

	Electrical connection

	Service
	Contact in case of fault
	Position of the data plate
	Warranty

	Technical data
	Optional accessory for recirculation mode



