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	Risk of burns!
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	Cleaning the metal mesh grease filters
	: Warning
	Risk of fire!

	Notes
	By hand:
	Note:
	In the dishwasher:
	Note:

	Removing metal grease filter
	1. Open the lock and fold down the metal grease filter. While doing this, place your other hand under the metal grease filter.
	2. Take the metal grease filter out of the holder.
	Notes
	3. Clean the metal grease filter.


	Installing the metal mesh grease filter
	1. Insert the metal mesh grease filter.
	2. Fold the metal mesh grease filter upwards, locking it in place.
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	: Warning
	Risk of electric shock!
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	Solution

	Replacing bulbs
	: Warning
	Risk of burns!

	: Warning
	Risk of electric shock!

	Replacing halogen bulbs
	Note:
	1. Carefully remove the bulb ring using a suitable tool.
	2. Pull out the bulb and replace it with a bulb of the same type.
	3. Insert the bulb cover.
	4. Insert the mains plug or switch on the fuse again.


	LED lights
	: Warning
	Risk of injury!
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	Exhaust air mode
	: Warning
	Risk of death!


	Exhaust duct
	Note:

	Electrical connection
	: Warning
	Risk of electric shock!

	: Warning
	Risk of electric shock!


	Preparing the units
	Appliance dimensions and safety clearances
	1. Make the cut-out for the exhaust air pipe. To do this, make an opening in the top or back panel of the fitted unit with an additional recess for the power cord.
	2. If the cabinet base is in place, remove it. Mark the fastening points on the inside of the cabinet and use a bradawl to make indentations where the holes are to be. To help you mark the fastening points, use the fastening piece provided.

	Body wall thickness: 16 mm
	1. Screw the mounting pieces to the body on the left and right. ¨
	2. Remove the tabs from the bottom of the mounting pieces. ©

	Body wall thickness: 19 mm
	1. Fold out the tabs on both of the mounting pieces. ¨
	2. Screw the mounting pieces to the body on the left and right. ©
	3. Remove the tabs from the bottom of the mounting pieces. ª


	Preparing the appliance
	1. Use the screws provided to secure the handle strip to the filter pull-out.
	2. Connect the power cord provided to the appliance.¨
	3. Use the strain relief to secure the power cord in place.©
	5 Installation
	Installation


	Sliding the appliance up into place
	1. Slide the appliance up into place and make sure it is positioned correctly. ¨
	2. Measure the distance between the appliance and the wall, and mark this on the filler strip.
	3. If required, shorten the filler strip to the required dimension. ©

	Sliding out the appliance
	Note:
	1. Use a flat-blade screwdriver to push in the fastening bolt, and turn it 90° until it locks into place. ¨
	2. Push in the fastening bolt gently with your fingers, and turn it until it comes out of the housing along with the spring.©
	3. Carefully remove the appliance.
	4. Screw in the filler strip fully.
	5. Push in the fastening bolt and turn it 90°.
	Note:


	Final fitting stage
	1. Slide the appliance up into place. ¨
	2. Lock the fastening bolts on the left and right. ©
	3. Fit the protective caps on the left and right. ª
	4. Establish the electrical connection.
	Note:
	Changing the filter pull-out's limit stop
	1. Pull the filter pull-out towards you.
	2. Shorten the spacer to the required dimension and insert it into the slot specified.


	Connecting the pipes
	Note:
	Exhaust air pipe, dia. 120 mm
	1. Fit the reducing connector directly to the air-pipe connector.
	2. Attach the exhaust air pipe to the reducing connector.
	3. Seal both joints appropriately.


	Removing the appliance
	1. Disconnect the electrical connection.
	2. Disconnect the pipes.
	3. Remove the metal grease filter.
	4. Remove the protective caps from the fastening elements.
	5. Remove the appliance; see section entitled "Removing the appliance".





